system
S.P.C. and PRODUCTION CONTROL

Connect all automatic or semiautomatic production
machines and manual assembly benches with your
computer network to link production with operational
programs.

TDO1

The terminals of the TD series feature a
display and keyboard this permits the operator
to insert data like, ID (part number), and
Production lot. From PC in the office you send
data for each job including characteristics and
tolerances necessary for complete SPC! From
the production machinery comes the signal
that the terminal translates into: number of
finished product, and equipment status: Stand
by, production or fault.

Characteristic

Our target is to connect the PC factory network with thefactories production, to
exchange data and information in automatic mode. At present timreporting from the
factory, with only manual operation being delayed.

Simple installation: On each production machine there is germinal. All data are
stored in the terminal and sent to the Personal Computdocated in the office.

Hardware and Software of the system are of our design andanufacture, this permits
adaptation and modification to fit the proper needs of the cént.

Machinery without serial interface can to be connect tohte terminal with electrical
wires on the machines electrical cabinet.



Software available

. SF11:Schedule on each machine: This
Software permit in real time to check the
delivery data on each ID (part number) that
must to be produced on the equipment
analysed.

. SF21:Shows the S.P.C. display on the
PC monitor in an X-R chart, it also
automatically creates a histogram from €
measurement taken by the operator

. SFO1:Software to check in real time
the status of each machine connected
(machine on, off, stand-by, production,
fault)
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